TWO-STOREY
FIRE ESCAPE

LADDER - 4.5M

Data Sheet

FEATURES: *3»‘}/%

* Suited for domestic properties \ r

» Designed to fit onto window sills of Y -
two-storey buildings “

* Measuring 4.5metres in length

e Maximum load of 350kg (55 stone)

* Lightweight steel construction

* Easy to store and transport, with
tangle-free design
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VIGIL TWO STOREY FIRE ESCAPE LADDER - 4.5M

The Vigil fire escape ladder, with a total length
of 4.5 metres (or 14 feet, 7 inches for two-storey
windows), quickly hooks around a window sill to MADETO MEASURE="
allow for easy escape in the event of an emergency. peedl i iy
Lightweight and easy to use with a tangle-free TWO-STOREY WINDOWS
design, it's perfect for most homes so you and your

family can safely exit through a first-floor bedroom

window. Just hook the ladder over the window sill,

and carefully drop the ladder out. P

TANGLE-FIiEE DESIGN
LIGHTWEIGHT AND EASY
TO DEPLOY AND PACK UP
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" ANTI-SLIP TREADS
QFFERS EXTRA FRICTION
FOR SAFER CLIMBING
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Every Vigil fire escape ladder comes fully

assembled. Each tread has an anti-slip design and
features stand-offs which keep it away from the .
wall to give you a good footing and prevent the |
ladder from moving as you climb down. STRRRS g .

FOOTING AND FOR
EXTRA STABILITY
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Our optional child safety harness allows you to
securely carry a toddler of up to 27kg down the
ladder facing you, keeping both your hands free to
climb down safely.
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Product Vigil Two-Storey Fire Escape Ladder - 4.5m
Product Code VP-FEL45

WxLxD W500mm x L360mm x D170mm
Weight 7.94kg

Capacity 350kg

Container Colour Red

Material Steel construction

Carton Quantity 2
Carton Dimensions 378x500x418mm
Carton Weight 16.82kg
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